
Wall mounted,
water filled
electric radiators

Switch on to a smarter
way of heating!

No pipes, No plumbing.No pipes, No plumbing.
A revolution in central heating!A revolution in central heating!

Ideal for...Ideal for...
Commercial and Residential properties,Commercial and Residential properties,
Apartment developments, Extensions, Apartment developments, Extensions, 
Nurseries, Schools, HospitalsNurseries, Schools, Hospitals



The technical safety features of the ez heat radiator are as follows;
 

Standard timer model
-Relay and capillary stat detects air temperature. If it is too high the 
capillary stat stops the electrical supply.
-Contains bi-metallic strip which ensures the surface temperature of 
the rad does not exceed 70 degrees.
-Over temp stat (manual reset which trips at 90 degrees)
-Contains anti-freeze, protects radiator down to -5 degrees
-Thermal protection on pump

 

RF model
-Thermister - controls maximum water temperature on heating 
element
-Over temp stat (manual reset which trips at 90 degrees)
-Contains bi-metallic strip which ensures the surface temperature of 
the rad does not exceed 70 degrees.
-Remote thermister contained in RF controller, senses room tempera-
ture and communicates with PCB in radiator.
-Frost protection setting in RF controller, if temp drops below 7 
degrees rad heats up.
-Contains anti-freeze, protects radiator down to -5 degrees
-Thermal protection on pump


